
After a decade of development and successful demonstrations, Grancrete stands poised to bring its exciting family of new 
materials to the market on a large scale to address large scale challenges.   Refined formulations and production capabilities 
are now coupled with a growing distribution chain, multiple application devices and demonstration projects reflecting 
a myriad of uses.   Whether you’re in need of a material to build something new, repair something worn or damaged, 
reinforce something under stress, or protect something at risk, including the environment, Grancrete’s high performance, 
green products offer a solution. 

Global Challenges:
World housing shortage > 1B homes

Declining infrastructure – collapsing storm sewers, water containment systems, bridges, seawalls, retaining walls
Growth in government needs – DOD and Homeland Security spending
Number of natural disasters – hurricanes, earthquakes, tsunami, fires

Environmental concerns – waste management, recycling, mold, toxic building materials, etc.
Production impact – no ozone depletion due to the burning of fossil fuels as with cement production

Increased demand and price for cement, steel and lumber

The GrancreteTM Solution:
Strong - between 6,000 & 8,000 PSI

Short curing time -  ~15 to 20 minutes
pH Tolerant - 3 to 11

Impervious to water, including salt water
Cures under water

Bonds to all surfaces except glass and plastics
Does not expand or contract

Will not burn - tolerates temperatures > 2,200°F
Sets in cold temperatures - < 30°F

Long life span -   > 100 years
Sprayed, Poured, Troweled, or Painted

As seen in

Top Tech 2005 - Popular Science Sept. 2006 - The Economist December 2006 - Esquire

New Materials 
for a New World
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Comparison Chart

   

Material Attribute			   GrancreteTM	 Portland Cement	 Stucco		 Asphalt

Typical Strength (psi)			   6000-8000	     2000-4000		  1200-1500	 2000-5000

Fire-proof (>2000  F)			        Yes		  No Burns<1000  F	     No		      No

Water-proof				         Yes		           No		      No		      No

pH 3-11 Tolerance			        Yes		           No	    	     No		      No

Hardening Time				    < 30 min	     2-4 hours		  < 1 hour	 > 5 hours

Functional Cure Time			    < 30 min	     1-28 days		    1 day		   1-3 days

Can apply at < 32  F			        Yes		           No		      No		      No

Expansion or contraction		  Not hardly	         Yes	    	    Yes		     Yes

Temperature related cracking		        No		          Yes		     Yes		     Yes

Self Leveling				         Yes		           No		      No		      No

Bonds to itself				         Yes		           No		      No		      No

Green Materials				        Yes		           No		      No		      No

Tolerant to salt water			        Yes		           No		      No		      No

Flame Spread Index			 
No Flame and No Smoke for GrancreteTM

Smoke Test

GrancreteTM  Furniture
on the streets of NYC

GrancreteTM and GrancreteTM Logo are trademarks of Grancrete, Inc, all rights reserved

Call for next training session
Learn to use our materials and the equipment we’ve found 
that works best to apply it.  Call now to sign up for a regional 
training session offered by a Grancrete training partner.  
Onsite training programs also offered.
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